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7:$ Introduction D

MIN®S

* MINOS+ collaboration

* Readiness of near and far detectors
e Offline preparations

 Computing resources

* Discussion
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 MINOS+ is continuation of successful
experiment which has run for 7 years.

Simulated v Beam

* Robust, scintillator-based detector. E1ooo:~ Jls.uton.s..w”s’or
* Main differences S [ “_[ — MINOS+
: : = | — NOVA
— Medium Energy beam gives larger rate :,: ol - MINOS
— Smaller collaboration (due to strong T IQJ | ereliminary
FNAL program!) (:; _,JJ L
— Upgraded readout for near (and % L T ‘“‘*1;—- .

possibly far) E, (GeV)
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S Status M

* Service tasks required for collab. membership.

* Coordinated by Deputy Spokesperson, visible by open web
page.

e Current status: 32 defined jobs, 28 filled (88%), 2 vacant, 2
need transition.

« Beam and Data Quality Monitoring (Andy B. and Andy P. )

1) DST production
Making plots of statistical assessment on events / POT or time. Famous energy spectra vs. time, etc...

Person assigned: Andy P. Example Of Web page

2) Modernize Data Quality Monitoring

Migrate the data quality code over to using the DSTs, and make the DSTs part of batch processing.
Person assigned: Ashley T.

« Calibration WG (convener: Jeff dJ.)

1) Strip to Strip Calibration
An intra-detector calibration which normalizes the response of each strip.
Person assigned: loana A.

2) Linearity
A calibration which uses Light Injection to measure the non-linearity of the PMT response.
Person assigned: Nathaniel T.

3) Gains

Uses the Light Injection system to measure the gains of the PMT in units of ADCs/PhotoElectron.
Person assigned: Joao C.

4) Drift
Measure the daily response of the detector. Accounts for short time scale fluctuations of the detector response(such as temperature).
Person assigned: Nate M.
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 Maintenance on racks and crates, High voltage
— Power supplies, safety, fans, filters
— Coil checks complete
— Replaced 1 chiller HVAC unit on surface — complete
— FD is in running condition every day
— No barriers to completion before beam
* SPARES STATUS
— VARC spares good but need more repaired by PREP (sending some soon)
— Other electronics boards supply good
— Chip supply getting low but many stored on extra VFB’s
— Plenty of spare PMT’s and bases considering low failure rate
— PC’s getting OLD but

* replacement DAQ computers coming?
* New power supplies bought for BRP’s (should help with PVIC problems)

— PVIC spares low but extras coming from near detector
— PREP supplies support for LeCroix, HV cards, VARC, VMM and VFB
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* Plans for New DAQ (see Near Detector for more detail)

* Need to run cabling (about 2000m) and install 48 port switch
* Install another rack and smoke head for DAQ computers in computer room
» Bill Badgett,Torretta, Hahn scheduled to visit 25 Feb for preliminary setup

* Other notes
— Minecrew short handed (Mark Hanhardt left for Homestake)

* Hiring process started
* Lab working 8 hour days until replacement is hired and trained

* Far Detector is running great!



P Near Detector Hardware
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* Inventory of existing spares and needs (complete Excel list):

— This has allowed us to find items with low % of spares and work on
generating more

— In some cases, this is building or filling new boards (e.g., Keepers and
Minders, see next slide)

— In other cases, this is finding or fixing spares (e.g., Bira 8880 AC Relay
Units and Master/Minder power supply repairs at DO)

* Procedures for making spares available at detector and repairing
spares in a timely fashion:

— Most spares reside in NUMI tunnel near detector for immediate
replacement

— Spares cabinet at surface building for boards which are repaired at
Argonne

 Some miscellaneous items (e.g., updated laptop for HV and
power supply tests and diagnosis) also generated in last year
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v 1 s eND DAQ front-end electronics in good shape for 2013:

— Keeper auxiliary board (rarely fails):
* Gary Drake (ANL) should soon give us costs to build 5 new Keepers
e Since small number, will do in-house at Argonne, should allow us to get new boards as
soon as they’re finished and tested
* Even one doubles our spares! Six altogether more than 12% spares

— Minders (Front end):
* Over summer, established we had inventory to fill empty MENU PCBs

* Merle Watson (PPD) did surface mount work and testing. We now have 100 “new”
MENU boards (holds QIE chips). Could make about 50 more if needed.

* These have been taken to Argonne to fill 6 empty Minders, which will then be tested.
This doubles our spares from 1% to 2% (587 Minders in detector!)

* |'ve suggested we put these at the front of the replacement queue to make sure they
work as spares in detector

— RPS (rack protection) airflow outlet boards:

* Being modded (again by Merle Watson) as per Alec Habig’s (Duluth) instructions to
prevent race condition in RPS units on power up.



3 MINOS+ ND DAQ Changes 3,

M 8 N s Original System heavily dependent on parts no longer available
=» Standardize

o Front ends unchanged
o Timing rack unchanged
o Master racks:

o Added MVME 5500 in 6U-
to-9U adapter with Gigabit
Ethernet, serial, and reset
cables

o Tested in all Master crates to

not interfere with existing
DAQ

This work was led and implemented
by B. Badgett, D. Torretta, S. Hahn (PPD)

MAJOR ACCOMPLISHMENT and our thanks.



Center rack
with door

open:
"refurb”
DAQ

‘1\_1, MIN “R JE.
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3 racks with
grey
computers:
old DAQ

10 1U quad (2 cores x 4 processors = 8 cores apiece) computers running multiple
processes replace 3 racks of dedicated computers
o Only 4 1U computers used for DAQ; 2 gateways; remainder are spares

This replaces 3 racks of old (circa 2002), unsupported computers and UPS’s

Simple RPS to drop power in rack if smoke detected



M MINOS+ ND “Refurb” DAQ Z&

MINOS ND magnet coi
on since 01/30

Event display showing
typical cosmic rays wit
curved tracks using
MINOS+ DAQ

MIN®S
INOS Run Control GUI : NearHall
File_Edlor_GUI Setup_Expert_Control_Fistograms _Actons el | New User | _ Connested to locahost|
< SO ikt RunSeq RSzatour  Time Left (Run) 86735 Completed: [ 0.1 per cent
Fie_Edior_GUISetn_Expert Contol_Hiskgrams _Actons ety | New User| Cannected tolocalhost AunType eryses] o e SubRun e oo p
Physics|[Run: _ 23006|SubRun: 19| TF: 71938 | Snarl: 1931789 ServerTime 144543 Started 14:46:14 | Duration 000028 DroppedTF 0 Spill Trigger o
;18| Started:  18:38:09 Duration: 19:58:59 | DroppedTF : 0| Spill Trigger : 0 T S Flasting | Box AT 7|0 caPort TNowon aom
LI Status: Disabled | Box: LILED: LI CalPoint: NextGain: _1d07h
Prepare Run | St Run Stop_Run Abort Run | New_Sub_Run Reset Stop Run + Seq|  Stop Run Seq
Prepare Run | Start Run Stop_Run Abort Run | New Sub Run Reset Stop Run +Seq | Stop Run Seq T
B RUNNING
MERP FPC PG oce = o
MBRP FPC Pe P B " RUNNING RUNNING RUNNING RUNNING w=em
RUNNING DLE Quaion BRPO
BRPZ | BRP3. RUNNING
e e ROPO ROP1 ROPZ ROPS ROPA ROPS ROPS ROP7
i rort | rors | Hore ‘ RorT TP TP TPz T3 P2
R P I T I T
DLE miE miE Branch 0 r R Branch 1 r 0TS
Branch 1 ] [T Branch 2 I RIS Branch 3 I BRI
Branchs [ oMbl TriggerFarminput Z2 VBl DataOuput [ 78aKES
DataOutput [ 00K/ DiskUsage | 322 percent snarfate | 270
2 e [ (0.3 |[ Crate Singles Rates | Raw Data Rate MBis TP input Data to filefs Snarls to filels
TP input Datatofile/s | Snarlsto file/s = = o i w——
Logger | users | o
togge e | Raw Message Rat{ T Total
Raw Message Rate] 0 Total: 253 ]
Th 10-01-2018 1446:38[TPODTrigger | TF 22 Heartbeat: Early RO 3578507965 3727

reServer | TPC requested  top run
[rcServer | Unabloto stop run in UNKNOWN state

[rcServer | node TPC
[rcServer | Node TPC in state PREPARED when global s in IDLE
IrcServer | Changeln| UNKNOWN

n state PREPARED, not target IDLE

Thu 10-01-2013 14:46:38DBUJdbu | RunStantBlk.
Thu 10-01-2013 14:46:40[TPOpTrigger | TF 24 Heartbeat: Early ROF
Thu 10-01-2013 14:46:40[TPOpTrigger | TF 24 Heartbeat: Late ROF
Thu 10-01-2013 14:46:41[TP11tpTrigger | TF 25 Heartbeat: Early ROF

[rcServer | node TPC isiin state RUNNING, not target IDLE.

NOTIGE =] I Fiter: |

Thu 10-01-2013 14:46:41[TP 1toTrigger | TF 25 Heartbeat: Late ROF
Thu 10-01-2013 14:46:42[TPOtoTrigger | TF 26 Heartbeat: Early ROF

=]

[ro =] I Fiter: [

Thu 10-01-2013 14:46:38[TPOltoTrigger | TF 22 Heartheat: Late ROP=7 Clock=13578507965 4621
Thu 10-01-2013 14:46:38(DBUJdbu | RunCommentBlk  RUN 2000426 SUB 0 @ 2018-01-10 20:46:1

Thu 10-01-2013 14:46:38[TP1toTrigger | TF 23 Heartheat: Late ROP=7 Clock= 13578507975 482 | st
40
3578507985 3727%‘
3576507385 4521
3578507995 3727 gy
3578507995 4321:‘,“;“‘

135765081

00s 37271

eo0o

File Edit View Options

| Mean QIE Singles rate

Inspect Classes

Run 2000438 01/10/2013 18:14| |-

Crates 0 and 1 shown at 1/4 scale

[ Mean QIE singles rate | 1 reporting permenu singies rates

50

45
40

—35
=30

=125
—120
15

= =
[r— [r—

3 e

Digit Timos (n

Rum: 30042 Snarl: 230270 Siice: 10f1 All-1 Events

Raconstruction Summary
Tiacks. 1 Showsrs: 1

Primary Track Len: 3.1 Range E: 2.1 GeV FitP: 00 GeV.
Verex: (0.6.1.1.49) cossinets: 0,95 Pass: D
Primary Shower> PES 126 Energy. 8.7 GeV.
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 Underground area has become the
responsibility of the PPD Intensity Frontier and
Testbeam Group.

* This includes coordination with FESS and
building management.

* Cooling and power have been modified and
this group is expert.

* |nstitutional memory. S. Hahn has coordinated
shutdown activities.
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N (Rashid Mehdiyev, Offline Coord.) Ny

Two streams of data processing:

Keep-up daily processing from both detectors for calibration and data
validation/quality.
Physics quality data processing with final calibration constants

— Usually at operational boundaries, typically few times per year.

Cosmic data processed separately with ND pre-scaled by 1/16. MINOS

does not pre-scale the ND beam data due to MINERVA needs for muon
tracks.

MC processing involves an event simulation (which usually time
consuming and happens outside Fermilab), followed by an event
reconstruction, that we run on the Fermigrid.

Resources
— 3 filled service job for production
— 5 filled service jobs for MC

— Open service jobs — Database manager and Release Manager + backup batch
manager

— Plan is to try to assign from collaboration, negotiating
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'S (Z. Pavlovic and L. Whitehead, Reco Coordinators)

MIN®S

« Reconstruction needs to be updated for higher expected event rate
o “Reconstruction” software also performs last stage of event building.

e Current status

o Code running slower
(~50-100% per event) MINOS ND/Medium energy

o Goal for beginning of the run
o Optimize code to run ~2x faster
o Increase parallel processing

4m

o Milestone: Reco workshop end March

o Future improvements
« Improve algorithms (digit/strip, slice, track), shower

o Possibly prescale specialized samples.

5m

« Retune shower/track energy resolution

Tracks separated in time
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MIN®S
* Demands relatively modest and understood

e Actually dominated by analysis jobs, not production.
 Model presented at recent computing review by A. Kreymer, CD liaison.
* Accounts for growth in various components

* Issue concerning CD goal for more tape use vs. disk. Will attempt to
accommodate in model but may need some discussion.

Resource 2012 (+inc) 2013 (+inc) 2014 (+inc)
Disk NFS TB 240 (+80) 290 (+50) 420 (+180)
Disk Dcache TB 46 46 46

Tape TB 750 (+100) 850 (+100) 916 (+90)

Grid Slots 1200(+200) 1200 1200
Interactive Cores 32 32 32
Servers 4 2 2




Jeff DeJong and Ruth Toner, Calibration Coordinators)
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Raw Detecﬂ Response During MINOS operation(2005-2012) :

1. The Raw response of the detectors have decreased
Light Injection System

: : : by ~10%
C Linearity Correction ) 2. The calibrated response of the detector is
Atmospheric muons ‘ temporally and spatially stable to 1%
Drift Correction ) ) .
C ) The calibration chain is fully automated
Atmospheric muons ‘ 1. Detectors have recently returned to a “physics”-
CStrip-to-Strip Correction) level state, and we are in the process of ensuring
the consistency /continuity of the calibrations.
Atmospheric muons ‘

(Attenuation Correction) Calibration in the MINOS+ Era
. ‘ 1. The calibration procedure is unchanged, although
topping muons

( - ) we are upgrading the attenuation calibration to
Energy Scale Correction obtain a flatter spatial response

lL 2. Will need to validate calibration numbers in light of
the new DAQ systems, new reconstruction, and
beam intensity

Calibrated Response
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- e MINOS Near Detector Data -
105 = s MINOS Far Detector Data -
<100 M S
= 95 M =
S F NP, -
90 W -
85 E-MINOS Preliminary f =
/2006 Jan.1 2008 Jan.1 2010 Jan. 1 2%2 Jan. 1
Date
High Voltage retune at New Chiller Install at the

FD ND
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* Detectors highly reliable, many on-site experts.
— Shift focus of shift to performance monitoring

— Defined and staffed service job:

* Use a web page model similar to MINERVA to display necessary
shift plots and their references. Keep track of the reference plots

and make sure they are current.
e Responsible — Goias, Brazil

e Shift scheduling tools — will use ECL based planner

— “User Evaluation” by Sao Paolo collaborator.

e Basically outstanding tool

* Some requests to CD will be generated for needed features
— Defined service task: Shift coordinator

* Removes burden from Run Coordinator

* Responsible — Sao Paolo (Gouffon)
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* Current Shift plan — begin 8 x 7 coverage 1 May
— Day shifts
* Goto16x7 1June
e After appropriate interval (probably about one month) move to one shift
per day.
— Any shift as long as 8 hour coverage.
* This maximizes collab. resources
* NOVA will be primary for beam.
* MINERVA has expertise in near detector checks too.
* Far Detector has 10 x 5 coverage at Souan in addition.
* Strongly encouraging remote shifts
— Demonstrated in last run
— Working with directorate, AD for protocols. 90% complete.

— Defined and staffed service job:

* Discuss with collaborators requirements for remote shifting. Make sure they have the
required hardware and know what software is needed. Certify remote shift locations.

* Responsible: Goias



L~

7\, Control Room Status #

'S

(Art Kreymer)

MIN®S

No plans for XOC right now, will be in 12NW.
Hardware installation
— Four new computers are in use, decommissioning older.

— Will move the detector control system underground soon, removing the need
for DAQ/DCS networking in WH12NW.

Software configuration
— Run Control has been updated for the new DAQ.

— Removing the last use of AFS this month.

— Cesar Castromonte is improving the Online Monitoring plots. (defined service
task)

— Moving most web services to CS servers this month.
— Any that remain should be restricted to Fermilab.

Evaluating the new Fermicloud based event display ariadne-minos.



4
—
7:$ Inter-Experiment Expectationsau&

MINE

S

We anticipate NOVA to be on shift 24/7

We anticipate MINERVA will continue to look at MINOS
ND when on shift.

We have appreciated help from MINERVA on routine
maintenance of ND electronics.

— MINOS supprot has been Fermilab staff scientists, and
visiting students and postdocs.

— Exact model for this run under discussion with PPD and
MINERVA

Protocols for remote shifts of the experiments will be
coordinated among Run Coordinators, using
agreement from Program Planning.
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AD archives beam data.

MINOS online monitor has been “JAS” (Java Analysis
Studio) application.

Intensity Frontier beam database archives beam conditions
for offline systematics studies.

— NEW PRODUCT —thanks to A. Norman of NOVA.

Some devices also go into MINOS Calib DB for offline.
Current plan keeps this.
Online monitoring plan is to

— i) Reconfigure JAS for new database (South Carolina with some
BNL help).

— ii) In parallel work with NOVA to evaluate web-based product
from Computing Division.
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minNes * Throughout this talk, it should be clear that [ab support has
been crucial for preparations, especially
— Particle physics division
* |F and Testbeam Support Dept.

— Steve Hahn (run coordinator and shutdown coordinator)
— Aria Soha ( underground areas)

 PPD/EED/Online Support.
— Bill Badgett, Donatella Torretta

* Most recently Torretta to be Run Coordinator during Commisioning.
— Computing Division

* Kreymer, Robert Hatcher, others
— FNAL postdocs

* Currently one senior postdoc (Pahlka), one joining (Kiveni)

* Request a third postdoc to spread service load.
— Concern that people get promoted to larger responsibilities

without filling their current roles.
* Reflects expansion of Intensity Frontier

e Collaboration can help but not all these roles are well-matched to
collaborators

— RUNNNING EXPERIMENTS NEED TO REMAIN LAB PRIORITY
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MIN®S

* MINOS+ will be in good condition to begin
commissioning with beam

* Detectors robust and running

* Analysis needs being addressed by
collaboration.

 Most service positions filled

* Excellent support from lab, but ongoing
concern.



Backup
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Original Minos Event Builder
A : 4+

VME VME VME
Crate 1 Crate 3 Crate 5 Crate 6

oS Old CES/RIO3 VME
Crate Processors
VME VME VME VME
Crate O Crate 2 Crate 4 Crate 7
4 y 4 y
BRP O BRP O BRP O BRP O

Old Linux PCs

us

PVIC

] T T T

TPO TP 1 TP 2 TP 3 TP 4

l l l | i

Off to data logger, monitors and control on normal 100Mb ethernet
BRP = Branch Processor
TP =Trigger Processor




7:3 New Minos+ Event Builder 2012 .ﬂ
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New MVME 5500s .‘
Readout Processors
MVME MVME MVME MVME MVME MVME MVME MVME
Crate O Crate 1 Crate 2 Crate 3 Crate 4 Crate 5 Crate 6 Crate 7
& [ o o ® & & &
Data Flow Private Network Hub (self contained, no uplink)
= p=
@ 5
DAQPC n DAQPC n+1 New Linux PCs with Eight CPUs per box
“BRP” “BRP Backup”
TPO, 1,2, 3,4
BRP to TP data access through shared memory
2 |
o

Off to data logger, monitors and control on other new PCs with 1Gb ethernet



MINOS+ ND “Refurb” DAQ #

MIN®S e On MINOS control room
Near Detector Status page, can see status Of
MINOS DAQ status page
MINOS+ DAQ status page Y31 both old MINOS DAQ
DCS status page and new MINOS+ DAQ

Timing status page
Data Quality page

(1) [+ | @i mives-om. e govicl-bini e st s

[Ear] [Summany] NearDet DAQ Status at Fri Jan 11 11:13:38 2013 (ECL] [DCS] [Timing] RIS e Nenr Octecioe AR =
(Data updated 57 secs ago) (Far] Summary) £ Fridan 11 on
(Data updated 34 mi )

F

EE B B

iy

This pago was ot rtrivod on OV 2013 1714341 Sert Verson: .27




Example: make rcGUI more readable

MINOS Run Control GUI : DAQ System

File Editor GUISetup Expert Control Histograms Actions

] ow ] Gttt

MINOS+ ND “Refurb” DAQ #

Trying to catch places we can improve user experience

RunType: Physics | Run : 23006 | SubRun : 19| TF: 71938 Snarl: 1931789
ServerTime: 4:54:18  Started:  18:38:09 | Duration: 19:58:59 DroppedTF : 0 Spill Trigger : 0
LI Status: Disabled | Box: LILED: LI CalPoint : NextGain: 1d07h
Prepare_Run Start_Run Stop_Run Abort_Run New_Sub_Run Reset Stop Run + Seq Stop Run Seq
MBRP EPC DCP
IDLE IDLE IDLE
BRPO BRP1 BRP2 BRP3
IDLE IDLE IDLE IDLE
ROPO | ROPI ROP2 | ROP3 ROP4 | ROP5 ROPG | ROP7
TPO I TP1 | TP2 | TP3 | P4
IDLE IDLE IDLE IDLE IDLE
Branch 0 0.3MBIs Branch 1 0.3MB/s
Branch 2 0.5MB/s Branch 3 0.0MB/s
TriggerFarmInpu 0.9MB/s DataOutput | 0.0KB/s
Disk Usage 9.8 percent Snarl Rate [ 0.0 Hz
Crate Singles Rates |Raw Data Rate MB/s TP input Datato file/s Snarls to file/s

togger | users |

Raw Message Rate

Thu 10-01-2013 14:46:08|RC  |rcServer | Unable to stop run in UNKNOWN state

Thu 10-01-2013 14:46:11|[RC  |rcServer | node TPC is in state PREPARED, not target IDLE
Thu 10-01-2013 14:46:11|[RC  |rcServer | Node TPC in state PREPARED when global is in IDLE

Thu 10-01-2013 14:46:13|[RC  |rcServer | node TPC is in state RUNNING, not target IDLE

MINOS Run Control GUI : NearHall x
File Editor GUI Setup Expert Control Histograms Actions Help | New User | Connected to \oca\hustl
RunSeq : RS24Hour  Time Left (Run): 86373 s  Completed: | 0.1 per cent
RunType Physics  Run 2000426 SubRun 0 TF: 28 Snarl 680
ServerTime 14:46:43 Started 14:46:14 Duration : 00:00:29  DroppedTF 0 Spill Trigger o
LI Status Flashing ' Box 0 LILED 11 LI CalPoint : 1 Next Gain : 1d 07h
Prepare_Run | Start_Run | Stop_Run | Abort_Run | New_Sub_Run | Reset | Stop Run + Seq | Stop Run Seq
GLOBAL
RUNNING
MBRP FPC TPC DCP n
RUNNING I RUNNING I RUNNING J RUNNING [ DS [ Quzxilen
BRPO
RUNNING
ROPO | ROP1 | ROP2 | ROP3 | ROP4 | ROPS | ROPB | ROP7
TPO TP1 TP2 TP3 TP4
| RUNNING RUNNING RUNNING RUNNING RUNNING
Branch 0 8.3 MB/s Branch 1 0.0 MB/s
Branch 2 0.0 MB/s Branch 3 0.0 MBE/s
TriggerFarmInput 2.2 MBfs Data Output 79.4KB/s
Disk Usage 32.2 percent Snarl Rate 27.0Hz
1 Crate Singles Rates Raw Data Rate MBfs TP input Data to filefs Snarls to filefs
Logger | users |
Raw Message Rat( aHz Total: 1738 Global Search|
Thu 10-01-2013 14:46:38[TPO|tpTrigger | TF 22 Heartbeat: Early ROP=1 Clock= 13578507965 37278353ns -

Thu 10-01-2013 14:46:38[TPOJtpTrigger | TF 22 Heartbeat: Late ROP=7 Clock=1357850796s 48218598ns

Thu 10-01-2013 14:46:38|DBU|dbu | RunCommentBlk  RUN 2000426 SUB 0 @ 2013-01-10 20:46:11.862081000Z (Daghonitor 1)
Thu 10-01-2013 14:46:39[TP1|tpTrigger | TF 23 Heartbeat: Early ROP=1 Clock=1357850797s 37278353ns

Thu 10-01-2013 14:46:38|TP1jtpTrigger | TF 23 Heartbeat: Late ROP=7 Clock= 13578507975 48218533ns

Thu 10-01-2013 14:46:39|DBU|dbu | RunStartBIk ~ RUN 2000426 SUB 0 @ 2013-01-10 20:46:14,000000000Z (Daghvonitor 13)
Thu 10-01-2013 14:46:40[TPOJtpTrigger | TF 24 Heartbeat: Early ROP=1 Clock=1357850798s 37278953ns

Thu 10-01-2013 14:46:40[TPOtpTrigger | TF 24 Heartbeat: Late ROP=7 Clock=1357850798s 46218599ns

Thu 10-01-2013 14:46:41[TP1|tpTrigger | TF 25 Heartbeat: Early ROP=1 Clock=1357850799s 37278953ns

Thu 10-01-2013 14:46:41[TP1|tpTrigger | TF 25 Heartbeat: Late ROP=7 Clock=1357850738s 48218588ns

[NOTICE -] I Filter: Liit] apply | (cancer Search|

Thu 10-01-2013 14:46:42[TPOJtpTrigger | TF 26 Heartbeat: Early ROP=1 Clock=1357850800s 37278953ns ?
[inFo ~| [ Filter: | Edit| Apply | Cancel Search

MINOS DAQ rcGUI

MINOS+ DAQ “rcPastel”



X/ CAPID Errors

X| CAPID Errors

‘15 IVIINOS+ ND “Refurb”
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™ |

Run 23006 01/09/2013 18:41

Run 2000438 01/10/2013 18:14|

Options Inspect Classes

File Edit View Options Inspect Classes

CAPID errors CAPID errors
6 3
L) ()
: I1ao : I1600
e —1400
peEmEsasanneme s nee nnnk I J {1200
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e00 X Mean QIE Singles 6 00 I\ Mean QIE Singles

Run 23006 01/09/2013 18:41

[ Mean QIE singles rate |

TP reporting per-menu singles rates

Crates 0 and 1 shown at 1/4 scale

| Mean QIE singles rate | 1 reporting per-menu singles rates

Crates 0 and 1 shown at 1/4 scale

Run 2000438 01/10/2013 18:14

50

DAQ #

Online monitoring

“checklist” plots:

MINOS DAQ on left,
MINOS+ DAQ on right
(note 2000xxx run
number)

3 bad QIE channels,
do you see them?
Mean QIE singles rate
looks pretty much
identical in both
Have looked through
all checklist plots and
found no
inconsistencies



MINOS+ ND “Refurb” DAQ ¥

M 1 N aVerifying new DAQ data is OK:

e Currently taking a week of cosmics with new DAQ

* Then a week of cosmics with old DAQ

* Will have online, calibration, and DQM groups check consistency between two
data sets

* Will need to maintain old DAQ to test tracking old vs. new with beam

*  Will repeat the above comparison (new vs. old) with beam data to check both
tracking and triggering



S MINOS Calibration Procedure &

The MINOS calibration procedure is meant to ensure that tor a

M IRaW Detectar Response g en energy deposition Q,,,, the calorimetric response Q. looks
the same in space/strip (s) , time(t) and in the different detectors(d)
Light Injection System

( Linearity Correction ) Qraw = Yeorr L(Qraw’d S t) D(d t) A(d S) S(d S t) M(d)

' L: The PMT response becomes non-linear at ~ 100 photo-electrons.
Atmospheric muons A dedicated light injection system measures the PMT response over
(Drift Correction) a wide range of light levels at least once a month.

, ‘ D: The drift calibration measured daily corrects for the combined
Atmospheric muons

- - - time and temperature dependencies of all the detector components
CStrlp-to-Strlp Correctnon) at each detector.

Atmospheric muons S:The strip to strip calibration removes the channel-by-channel
. . differences accounting for such effects as light yield, read out fiber
(Attenuation Correction ) & ght'y

length and PMT pixel gains.
Stopping muons ‘ A: The attenuation calibration corrects for the light lost travelling
Gnergy Scale Correction) through the wavele.ngfch shifting fibers from the point of production
to the end of the scintillator module.
lL M: Stopping muons deposit a known amount of energy. These

Calibrated Response muons are used to link the post-calibration energy scales at each
detector.



& : :
7r$ Calibration Summary &

Qi .
M 1w 2uring MINOS operation(2005-2012) the:

1. The Raw response of the detectors have decreased by ~10%

* The Gains of the PMTs have increased by ~20%
* The Light Level incident on the PMT has decreased by 25%

2. The calibrated response of the detector is temporally and spatially stable to 1%

The calibration chain is fully automated
1. However, linearity, Drift and Strip to Strip have been off during the shut down

2.

due to lack of stability in the state of the detector
Detectors have recently returned to a “physics”-level state, and we are in the
process of ensuring the consistency /continuity of the calibrations.

Calibration in the MINOS+ Era

1.

The calibration procedure is unchanged, although we are upgrading the
attenuation calibration to obtain a flatter spatial response
Will need to validate calibration numbers in light of the new DAQ systems, new
reconstruction, and beam intensity
1. Biggestissue: Are the cosmic and spill energy scales still the same in Near
Detector where neutrino pileup is significant?
We will upgrade the attenuation package to obtain a flatter spatial response
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ﬁs Gains of the PMTs
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?‘13 Detector Light Level(Drift/Gain)
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?’S MINOS Calibration Stability

het

M The stability of the calibration 102

procedure is cross-checked on & - MINOS Preliminary .

a monthly basis. ° 101 H =

e N T N TR T

S w00t THAT B T

The Far DeteFtot 2 100—5[|H+H{i + i“ +++ + hljr +H+ HiH ]
Response to stopping 14 99 _+ H B

muons is stable in time to YT - J[ .

within 1.5% ) - MIINOS Far Detector ]

C | \ . [ . |
982005 Jan.1 2007 Jan. 1 2009 Jan. 1 2011 Jan. 1
Date

101.0
The Near Detector —_ MINOS Preliminary

Response to stopping- S\i - .
muons is stable in time to »100.5— } ¢ ! E
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The monthly fluctuations are - pooH E
mostly statistical, but there are % s ]
a few systematic outliers. a n MINOS Near Detector -
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